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Circular Pol

@ 90 cm

Emiliana Martinelli

colors

230V 50.4 W 8730 Im

Typology Pendant

- A iffuse light
Utilisation Indoor diffuse lig

Hanging lamp diffused light, hanged by steel cables. Structure in polyethylene material rotational moulded. LED light source and
electronic drivers dimmable Push/Dali.
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M\ Circular Pol 2057//DIM/LAN Data Sheet
Family Circular Pol
Typology Pendant
Utilisation Indoor
Dimensions L
Height 14 cm
Diameter Q0 cm
Power supply cable 400 cm
length
Weight 9 Kg
Materials
Structure polyethylene Canopy aluminium
Voltage 230V Watt 50.4 W
Power unit Included Lumen 8730 Im
Mounting Power Supply CRI . >80
Internal Duration 50000 h
Power supply Electronic power supply cCcT 3000 K
Energy
Dimming Push class D
Dali2
Certifications EcolLabel

€ D [

Photometric curves

2057/J/DIM/L/1/Bl CIRCULAR POL

56W 3000K LED

150° 180° 150° h (m) %] Em (lux)
h1 5.1/5.1 152
h2 10.110.2 38
h3 15.2/15.2 17
lha 20.2/20.3 10
\us 25.3/25.4 6/

Imax 199 cd/kim a137°

p137°

e
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MAL  Circular Pol 2057/J/DIM/LAN Data Sheet

Colour variant code

\ \

ﬂ

2057/J/DIM/LN/BI

White
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